
Designed to work with our Connection Box. By means of a 
smartphone or a tablet plus a specific APP, it allows you to manage the main 
stove parameters when you are at home (used as a remote control) and when 
you are outdoors (through the internet).

Air Pro System technology. 2/3 fans can be controlled independently to heat various rooms (up to 28 metres of straight 
Ø 8 cm ducting - 14 metres of equivalent length for each branch).

Patented balanced door. Special dampers 
improve the door’s seal and dynamically 
compensate any dilation or wear of materials due 
to intense use. 

Speedy Clean. The technologically advanced 
firebox has been accurately designed to make 
routine cleaning as easy as possible. There 
is no need to remove any of the parts or use 
specific tools.
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Zero Speed fan. The fan can be 
turned off altogether to enjoy heat 
diffused by radiation and natural 
convection. This saves electricity and 
enhances acoustic comfort by further 
reducing any noise produced by the 
stove.

Space-saving. These stoves 
are just a few centimetres deep, 
making them ideal for space 
optimisation. They feature a 
hide-away handle, back-to-wall 
installation and come with a 
rear or top flue gas outlet.

Twin Air System. Ducted air heating. Up to 8 
metres of straight Ø 12 cm ducting. Ideal to heat 
two adjacent rooms.

60 years of environmental sustainability. A group with 
60 years of history that has become the most important actor on 
the market in the production of fireplaces, stoves and outdoor 
barbecues. A company that is passionate about delivering well-
being to its customers. Today, Palazzetti employs 250 people in 
its 2 Italian production plants. The company’s all-Italian know-
how is guarded by skilful artisans and reaches the whole world 
through an extensive distribution network. Palazzetti’s products 
have proved to be the best in terms of low environmental 
impact and quality; the company has always been active on 
all sustainable consumption fronts. Palazzetti has always been 
ahead of its time and is now leading the production of low-
consumption appliances, thanks to partnerships with the most 
influential energy-saving associations and consortiums. 

Clean glass System. 
All Royal pellet stoves are provided with an air wash 
cleaning system that helps keep the glass cleaner for 
longer.

Sun System.
The heat diffusion system that heats 
by radiation through the large 
radiating surfaces of the stove to 
progressively and evenly heat one 
room.

The combustion air is drawn 
directly from outdoors. It prevents 
cold air from entering the building 
for greater comfort and better system 
efficiency.

Cleaning Kit.
A complete kit to clean and take care of 
your pellet stove.

The combustion air is 
taken from outdoors. For 
greater comfort and system 
efficiency, this method prevents 
cold air from entering the room.

Air system.
This heat diffusion system heats 
a single room quickly and evenly 
through forced air circulation by 
means of a fan.

Airflow System. 
This system distributes heated 
air by means of a fan and 
through ducts to evenly heat 
various rooms.

Plus
Royal

Heating by water. 
Our hydronic products can 
be connected directly to the 
heating system or become part 
of a more advanced setup.

Upper Smoke Technology. 
This technology improves 
performance, reduces consumptions 
and makes installation easier: your 
stove can have a top flue gas outlet 
which means it can be fitted with 
its back against the wall. You can 
use a single, coaxial duct as a flue 
gas outlet and to draw in air for 
combustion as well.

15 cm

~ 5 cm

95 x 32 x 117 cm - 160 Kg 
Lacquered steel and glass cladding.

Steel version: white, black, light mocha

Ecofire®
 
Ginger

9/12 kW Heat output
>90% Average heat efficiency
25 Kg Fuel hopper capacity
~40 h Maximum burn time

0,6~÷1,9~ / 0,6~÷2,6~(kg/h) 
Hourly fuel consumption

8 Ø cm Upper stovepipe fitting

Palazzetti Lelio S.p.a. 
Via Roveredo, 103  |  33080 Porcia (PN) Italia

www.palazzetti.it

The power indicated is the effective rated output.

More than 60 years designing and manufacturing fireplaces and stoves.

Fuel cost from 25 cent per 
hour (based on current pellet 
prices).

Heat in a matter of minutes 
at the touch of a button. Heat 
that can be programmed to 
the temperature you want 
when you want it. Heat that 
can be controlled remotely 
using your smartphone with 
our Connection box. Heat 
that suits both traditional and 
modern living.

A standard 15kg bag of 
pellets will burn for up to 
25hrs without you having to 
refuel the stove so they are 
convenient, very efficient and 
clean.

Almost No Ash is generated 
(approx. half a cup based on 
25hrs burning). Eco Friendly 
fuel (Carbon Neutral). Some 
models are specifically 
designed for airtight and 
passive houses.



70 x 60 x 52 cm - 110 Kg

Ecofire®
 
for building in A70

9 kW Heat output
>90% Average heat efficiency
15 Kg Fuel hopper capacity
23 h Maximum burn time

8 Ø cm Upper stovepipe fitting

The power indicated is the effective rated output.

47 x 54 x 110 cm - 122 Kg
Lacquereded steel cladding with a cast iron top.

Steel version: light mocha, black, beige, red

Ecofire®
 
Dani New

6 kW / 8 kW Heat output
>90% / >89% Average heat efficiency

19 Kg Fuel hopper capacity
38 h Maximum burn time

0,5~÷1,3~ / 0,5~÷1,9~ (kg/h) Hourly fuel consumption
8 Ø cm Upper stovepipe fitting

53 x 59 x 119 cm - 112 Kg
Lacquereded steel cladding.

Steel version: aluminium grey, black, white

Ecofire®
 
Nina

6/8 kW Heat output
>90% / >89% Average heat efficiency

18 Kg Fuel hopper capacity
36 h Maximum burn time

0,5~÷1,3~ / 0,5~÷1,9~ (kg/h) Hourly fuel consumption
8 Ø cm Upper stovepipe fitting

74 x 63 x 80 cm - 194 Kg
Cast iron structure

Ecofire®
 
Cesare

10,7 kW Heat output
>89% Average heat efficiency
20 Kg Fuel hopper capacity
30 h Maximum burn time

0,7~÷2,6~ (kg/h) Hourly fuel consumption
8 Ø cm Upper stovepipe fitting

53 x 52 x 110 cm - 93 Kg
Lacquereded steel cladding.

Steel version: ivory, black, red

Ecofire®
 
Lia

6/8 kW Heat output
>90% / >89% Average heat efficiency

15 Kg Fuel hopper capacity
30 h Maximum burn time

0,5~÷1,3~ / 0,5~÷1,9~ (kg/h) 
Hourly fuel consumption

8 Ø cm Upper stovepipe fitting

56 x 56 x 113 cm - 116 Kg
Lacquered steel or soapstone 

cladding and nickel trims.
Version: white, black, red, pearl, mocha, 

soapstone

Ecofire®
 
Marianne

6/9 kW Heat output
>90% Average heat efficiency
19 Kg Fuel hopper capacity
38 h Maximum burn time

0,5~÷1,3~ /0,5~÷2~ (kg/h) 
Hourly fuel consumption

8/13 Ø cm Upper stovepipe fitting  
(coaxial)

44 x 50 x 92 cm - 83 Kg 
Lacquered steel cladding. 
Steel version: beige, black

Donna Air 80 US

8 kW Heat output
>85% Average heat efficiency
11 Kg Fuel hopper capacity
18 h Maximum burn time

8 Ø cm Upper stovepipe fitting

cm 53x50x104h - 83kg
Lacquered steel cladding with a ceramic top.

Version: white, black, red, beige

Roberta Air 80 US

8 kW Heat output
~85% Average heat efficiency
19 Kg Fuel hopper capacity

0,6~÷1,9~ (kg/h) 
Hourly fuel consumption

8 Ø cm Upper stovepipe fitting

56 x 55 x 120 cm -  183 kg
Stove in lacquered steel with rounded 

sides and glass door.
Version: white, black, red

Ecofire®
 
Bianca Lux

9/12 kW Heat output
>90% Average heat efficiency
22 Kg Fuel hopper capacity
27 h Maximum burn time

0,8~÷2~ /0,8~÷2,8~ (kg/h) 
Hourly fuel consumption

8 Ø cm Upper stovepipe fitting

51 x 59 x 120 cm - 190 Kg
Lacquered steel cladding with a cast iron top.
Steel version: beige, black, red, light mocha

Ecofire®
 
Anita Idro

9,3/15,4 kW Heat output
8/14 kW Water heat output
>90% Average heat efficiency
25 Kg Fuel hopper capacity
34/25 h Maximum burn time
0,7~÷2~ / 1~÷3,3~ (kg/h) 

Hourly fuel consumption
8 Ø cm Upper stovepipe fitting

6 kW 9 kW

46 x 49 x 97 cm -  80 kg
Lacquered steel cladding with a ceramic top.

Version: white, black, red, beige

Ilena Air 60/80 

6/8 kW Heat output
~85% Average heat efficiency
21 Kg Fuel hopper capacity

0,6~÷1,9~ (kg/h) Hourly fuel consumption
8 Ø cm Upper stovepipe fitting


